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Top View 208/240 Rated Voltage, 600 Max Voltage, High Z, Impedance.
8.91 Part Horsepower| Motor | Maximum |Inductance | Weight| Losses
H H Number |  (HP)  |Amps (A)| Amps (A) | (uH) | (LBS) | (W)
- KDRF28H 25 74.8 75 226 30 151
ﬂJ_ln " " ﬂJ_lll 480 Rated Voltage, 600 Max Voltage, High Z, Impedance.
480 Rated Voltage, 600 Max Voltage, Low Z, Impedance.
Part |Horsepower| Motor |Maximum |Inductance|Weight L W
5.32 REACTOR LABEL Number (HP)  |Amps (A)| Amps (A)|  (uH) | (LBS) osses (W)| | part  [Horsepower| Motor | Maximum |Inductance|Weight | Losses
gy L, L, Number (HP) Amps (A) | Amps (A) (uH) (LBS) | (W)
| s = KDRF4H 40 52 60 581 25 169
—————— ', KDRFIH| 50 65 70 465 25 191 || KDRF2L| 50 65 65 295 25 | U4
~ KDRF4L 60 77 77 227 25 169
Al A2 Bl/ﬁz C1 C2 .
575 Rated Voltage, 600 Max Voltage, High Z, Impedance. 575 Rated Voltage, 600 Max Voltage, Low Z, Impedance.
Part |Horsepower| Motor |Maximum|Inductance|Weight| Losses Part |Horsepower| Motor | Maximum |Inductance|Weight| Losses
Number (HP)  |Amps (A)|Amps (A)| (uH) | (LBS) (W) Number (HP)  |Amps (A)| Amps (A) (uH) (LBS) | (W)
(Customer Connections) KDRF44H 40 41 44 1090 30 172 KDRF46L 60 62 432 30 181
Markings On Terminal Block KDRF45H 50 52 58 870 30 165 KDRF47L 75 77 363 30 194
For Reference Only.
Wire Range: 1- 4 AWG. Torque : 35 IN-LBS (3.95 Nm)
6- 14 AWG. Torque : 30 IN-LBS (3.39 Nm) 480 Rated Voltage, 600 Max Voltage, Output 575 Rated Voltage, 600 Max Voltage, Output
16- 20 AWG. Torque : 25 IN-LBS (2.28 Nm) Part |Horsepower| Motor |Maximum |Inductance|Weight| Losses Part |Horsepower| Motor |Maximum |Inductance|Weight| Losses
22 AWG. Torque : 20 IN-LBS (2.26 Nm) Number (HP) Amps (A) | Amps (A) (uH) (LBS) (w) Number (HP) Amps (A) | Amps (A) (uH) (LBS) (W)
KDRF1P 50 65 80 143 25 105 KDRF31P 60 62 80 144 25 105
KDRF2P 60 77 80 143 25 105 KDRF32P 75 77 80 143 25 105
Front View Side View
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7.50 KDRUL Drive Reactor c e
4.34 nmu.c 3PH, 50/80Hz—V Raked, 600V Max, —A M, RobS y
2.88— = mmm\. 40C Amb Max, 135C Risa 0 . .
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Notes:
- Wiring Diagram 1. UL file number: cULus Listed File E116124.
T T ] 2. KDR Drive Reactors Comply With The Thermal and Altitude Standards
L1—AL A2 Set Forth by NEMA ST20-1992.
18 3. KDR IOM Manual Part Number 30895
Bottom View 70 c LZ:‘LW‘\ B2* | 4. NEC Current For 208/240 Volts, Horsepower Based On 208 Volts.
: o© Q 5. Material(s) Shall be RoHS Compliant
LB—CL AL C2 6. Customer Is Responsible For Installation To Meet All National
L And Local Electrical Codes.
n_@ QE Line Reactor
. « For single phase applcatons, use cols A and O s WG i
Isolate terminals B1 and B2. PROPRIETARY PROPERTY OF ALLIED MOTION i Germantown, W1 53022
1.58 0.74 TECHNOLOGIES INC. AND TS SUBSIDIARIES. .§§Xi.2150 o Afiadi Motion Compy & 222 TCLLLC
231 CONTAINED INTHI DRAWING MAYBE o KDR F Frame, Terminal Block
REPRODUCED OR DISCLOSED TO OTHERS FRACTIONAL Reactor Drawing
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